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CIRCULAR SAWS
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Cutting Capacity 
○ : ○ : 20 - 130 mm
□ : □ : 20 - 90 mm

Maximum Stock Table Loading Capacity 6.000 x 130 Mm x 7 Bars

Vise Opening 135 mm

Incline Loader Dimensions (L x W x H) 6180 x 1860 x 1280 mm

Blade OD x T x t Ø360 / 425 x T2,6 x 2,27 T mm

Saw Pin Holes 40 mm

Pin Holes 2/11/63 - 2/12/90 - 2/15/80

Saw Blade Speed 40-200 m/min.

Main Motor 15 kW

Saw Head Feed 2 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,2 kW

Chip Conveyor Motor 0,25 kW

Cut-To Length Feed 2 kW

Power Supply Voltage Ac400V, 3 Ph, 50/60 Hz

Power Requirement 22,14 kW

Air Pressure 5 Bar / 0,5 Mpa

Air Flow Rate 245 lt / dk

Hydraulic Tank Capacity 70 lt

Oil Mist Tank Capacity 1,5 lt

Index Mechanism Servo Feeder

Material Index Ac Servo Motor & Ball Screw

Stroke 800 mm

Length 10 - 9999 mm

Feeding Speed 0-750 m/min

Minimumend Trimming Length 10 mm

Remnant Length 60 mm

Machine Dimensions (W x L x H) 3400 x 2660 x 2680 mm

Table Height 900 mm

Machine Weight 3635 kg

BMDO 130XS / TECHNICAL DETAILS

Cutting Capacity 
○ : ○ : 20 - 160 mm
□ : □ : 45 - 110 mm

Maximum Stock Table Loading Capacity 6.000 x 150 Mm x 6 Bars

Vise Opening 180 mm

Incline Loader Dimensions (L x W x H) 6280 x 2170 x 1600 mm

Blade OD x T x t Ø460 x T2,7 x 2,27 T mm

Saw Pin Holes  40 mm

Pin Holes 2/11/63 - 2/12/90 - 2/15/80

Saw Blade Speed 40-200 m/min.

Main Motor 15 kW

Saw Head Feed 2 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,2 kW

Chip Conveyor Motor 0,25 kW

Cut-To Length Feed 2 kW

Power Supply Voltage Ac400V, 3 Ph, 50 / 60 Hz

Power Requirement 22,14 kW

Air Pressure 5 Bar / 0,5 Mpa

Air Flow Rate 245 lt / dk

Hydraulic Tank Capacity 70 lt

Oil Mist Tank Capacity 1,5 lt

Index Mechanism Servo Feeder

Material Index Ac Servo Motor & Ball Screw

Stroke 800 mm

Length 10 - 9999 mm

Feeding Speed 0-750 m/min.

Minimumend Trimming Length 10 mm

Remnant Length 60 mm

Machine Dimensions (W x L x H) 3400 x 2660 x 2680 mm

Table Height 900 mm

Machine Weight 3680 kg

BMDO 150XS / TECHNICAL DETAILS
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Cutting Capacity 
○ : ○ : 20 - 105 mm
□ : □ : 20 - 70 mm

Maximum Stock Table Loading Capacity 6.000 x 100 mm x 10 Bars

Vise Opening 105 mm

Incline Loader Dimensions (L x W x H) 6.175 x 2.170 x 1.245 mm

Blade OD x T x t Ø360 x T2,6 x 2,27 T mm

Saw Pin Holes 40 mm

Pin Holes 2/11/63 - 2/12/90 - 2/15/80

Saw Blade Speed 40-200 m/min.

Main Motor 15 kW

Saw Head Feed 2 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,2 kW

Chip Conveyor Motor 0,25 kW

Cut-To Length Feed 2 kW

Power Supply Voltage Ac400V, 3 Ph, 50 / 60 Hz

Power Requirement 22,14 kW

Air Pressure 5 Bar / 0,5 Mpa

Air Flow Rate 245 lt / dk

Hydraulic Tank Capacity 70 lt 

Oil Mist Tank Capacity 1,5 lt

Index Mechanism Servo Feeder

Material Index Ac Servo Motor & Ball Screw

Stroke 800 mm

Length 10 - 9999 mm

Feeding Speed 0-750 m/min.

Minimumend Trimming Length 10 mm

Remnant Length 60 mm

Machine Dimensions (W x L x H) 3400 x 2660 x 2680 mm

Table Height 900 mm

Machine Weight 3600 kg

BMDO 100XS / TECHNICAL DETAILS

Cutting Capacity 
○ : ○ : 10 - 80 mm
□ : □ : 10 - 50 mm

Maximum Stock Table Loading Capacity 6.000 x 80 mm x 17 Bars

Vise Opening 80 mm

Incline Loader Dimensions (L x W x H) 5620 x 1660 x 1240 mm

Blade OD x T x t Ø285 x T2,0 x 1,7 T mm

Saw Pin Holes 32 mm

Pin Holes 2/11/63 - 2/12/90 - 2/15/80

Saw Blade Speed 40-280 m/min.

Main Motor 7,5 kW

Saw Head Feed 2 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,2 kW

Chip Conveyor Motor 0,25 kW

Cut-To Length Feed 2 kW

Power Supply Voltage Ac400V, 3 Ph, 50 / 60 Hz

Power Requirement 14,64 kW

Air Pressure 5 Bar / 0,5 Mpa

Air Flow Rate 245 lt / dk

Hydraulic Tank Capacity 70 lt

Oil Mist Tank Capacity 1,5 lt

Index Mechanism Servo Feeder

Material Index Ac Servo Motor & Ball Screw

Stroke 800 mm

Length 10 - 9999 mm

Feeding Speed 0-750 m/min.

Minimumend Trimming Length 10 mm

Remnant Length 60 mm

Machine Dimensions (W x L x H) 3070 x 2675 x 2575 mm

Table Height 900 mm

Machine Weight 3070 kg

BMDO 75XS / TECHNICAL DETAILS
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BMDO 80CS / TECHNICAL DETAILS

Cutting Capacity Round  ○ : ○ : 20-80 mm

Clamp Max Opening 85 mm

Incline Loader Dimensions 
(L x W x H)

5150 x 750 x 110 mm

Circular Saw Blade
Ø260 - 350  2.0T - 3.0T 
(Max) mm

Cutting Speeds 22-130 m/min.

Main Motor 5,5 kW

Main Servo Motor 2 kW

Hydraulic Motor 1,5 kW

Coolant Motor 0,2 kW

Chip Conveyor Motoru 0,25 kW

Feeder Servo Motor 1 kW

Feed Lenght 500 mm

Length x Width x Height 1600 x 1700 x 2100 mm

Working Height 900 mm

Weight 1425 kg

Cutting Capacity Round ○ : ○ : 20-100 mm

Clamp Max Opening 110 mm

Incline Loader Dimensions 
(L x W x H)

5150 x 750 x 110 mm

Circular Saw Blade
Ø260 - 360  2.0T - 3.0T 
(Max) mm

Cutting Speeds 22-130 m/min.

Main Motor 5,5 kW

Main Servo Motor 2 kW

Hydraulic Motor 1,5 kW

Coolant Motor 0,2 kW

Chip Conveyor Motoru 0,25 kW

Feeder Servo Motor 1 kW

Feed Lenght 1000 mm

Length x Width x Height 2150 x 2000 x 2100 mm

Working Height 900 mm

Weight 1800 kg

BMDO 100CS / TECHNICAL DETAILS
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0° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 440 x 610 mm
□ : □ : 440 mm

+30° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 440 x 500 mm
□ : □ : 440 mm

+45° Cutting Capacity
○ : ○ : 410 mm
▭ : ▭ : 440 x 410 mm
□ : □ : 410 mm

+60° Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 440 x 250 mm
□ : □ : 270 mm

-30° Cutting Capacity 
○ : ○ : 440 mm
▭ : ▭ : 440 x 500 mm
□ : □ : 440 mm

-45° Cutting Capacity 
○ : ○ : 410 mm
▭ : ▭ : 440 x 410 mm
□ : □ : 410 mm

-60° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 440 x 280 mm
□ : □ : 280 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5200 x 34 x 1,1 mm

Working Height 860 mm

Weight 1640 kg

Length 2800 mm

Width 1210 mm

Height 1870 mm

0° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 610 x 360 mm
□ : □ : 360 mm

+30° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 550 x 360 mm
□ : □ : 360 mm

+45° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 440 x 360 mm
□ : □ : 360 mm

+60° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 270 x 360 mm
□ : □ : 280 mm

-30°  Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 550 x 360 mm
□ : □ : 360 mm

-45° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 440 x 360 mm
□ : □ : 360 mm

-60° Cutting Capacity
○ : ○ : 330 mm
▭ : ▭ : 300 x 360 mm
□ : □ : 300 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5000 x 34 x 1,1 mm

Working Height 860 mm

Weight 1470 kg

Length 2750 mm

Width 1210 mm

Height 1870 mm

0° Cutting Capacity
○ : ○ : 360 mm 
▭ : ▭ : 510 x 360 mm
□ : □ : 360 mm

+30° KCutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 440 x 360 mm
□ : □ : 360 mm

+45° Cutting Capacity 
○ : ○ : 360 mm
▭ : ▭ : 390 x 360 mm
□ : □ : 360 mm

+60° Cutting Capacity
○ : ○ : 250 mm
▭ : ▭ : 220 x 360 mm
□ : □ : 220 mm

-30° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 440 x 360 mm
□ : □ : 360 mm

-45° Cutting Capacity 
○ : ○ : 360 mm
▭ : ▭ : 390 x 360 mm
□ : □ : 360 mm

-60° Cutting Capacity
○ : ○ : 280 mm
▭ : ▭ : 260 x 360 mm
□ : □ : 260 mm

Main Motor 3 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 4800 x 34 x 1,1 mm

Working Height 860 mm

Weight 1450 kg

Length 2650 mm

Width 1210 mm

Height 1870 mm

BMSY 440DGH / TECHNICAL DETAILS BMSY 360DGH / TECHNICAL DETAILSBMSY 360DGH ECO / TECHNICAL DETAILS
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0° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 450 x 320 mm
□ : □ : 320 mm

+30° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 380 x 320 mm
□ : □ : 320 mm

+45° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 330 x 320 mm
□ : □ : 320 mm

-30° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 380 x 320 mm
□ : □ : 320 mm

-45° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 340 x 320 mm
□ : □ : 300 mm

-60° Cutting Capacity
○ : ○ : 230 mm
▭ : ▭ : 230 x 220 mm
□ : □ : 220 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 4160 x 34 x 1,1 mm

Working Height 860 mm

Weight 1030 kg

Lenght 2230 mm

Width 1150 mm

Height 2140 mm

0° Cutting Capacity
○ : ○ : 270 mm 
▭ : ▭ : 350 x 220 mm
□ : □ : 270 mm

+45° Cutting Capacity
○ : ○ : 240 mm
▭ : ▭ : 220 x 180 mm
□ : □ : 180 mm

+60° Cutting Capacity
○ : ○ : 150 mm
▭ : ▭ : 150 x 100 mm
□ : □ : 100 mm

-45° Cutting Capacity
○ : ○ : 200 mm
▭ : ▭ : 200 x 150 mm
□ : □ : 170 mm

Main Motor 1,5 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3160 x 27 x 0,9 mm

Working Height 910 mm

Weight 525 kg

Lenght 1730 mm

Width 770 mm

Height 1460 mm

0° Cutting Capacity
○ : ○ : 230 mm 
▭ : ▭ : 320 x 130 mm
□ : □ : 230 mm

+45° Cutting Capacity
○ : ○ : 210 mm
▭ : ▭ : 230 x 160 mm
□ : □ : 190 mm

+60° Cutting Capacity
○ : ○ : 130 mm
▭ : ▭ : 130 x 100 mm
□ : □ : 100 mm

-45° Cutting Capacity
○ : ○ : 180 mm
▭ : ▭ : 230 x 160 mm
□ : □ : 150 mm

Main Motor 1,0 - 1,3 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 35 - 70 m/min.

Band Dimensions 2730 x 27 x 0,9 mm

Working Height 806 mm

Weight 465 kg

Lenght 1350 mm

Width 700 mm

Height 1300 mm

BMSY 320DGH / TECHNICAL DETAILS

0° Cutting Capacity 
○ : ○ : 270 mm
▭ : ▭ : 350 x 220 mm
□ : □ : 270 mm

+45° Cutting Capacity
○ : ○ : 180 mm
▭ : ▭ : 220 x 180 mm
□ : □ : 180 mm

+60° Cutting Capacity
○ : ○ : 150 mm
▭ : ▭ : 150 x 100 mm
□ : □ : 100 mm

-45° Cutting Capacity 
○ : ○ : 200 mm
▭ : ▭ : 200 x 150 mm
□ : □ : 170 mm

Main Motor 1,5 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3160 x 27 x 0,9 mm

Working Height 910 mm

Weight 476 kg

Lenght 1730 mm

Width 770 mm

Height 1460 mm

BMSY 270DG / TECHNICAL DETAILS

0° Cutting Capacity
○ : ○ : 230 mm
▭ : ▭ : 320 x 130 mm
□ : □ : 230 mm

+45° Cutting Capacity 
○ : ○ : 210 mm
▭ : ▭ : 230 x 160 mm
□ : □ : 190 mm

+60° Cutting Capacity
○ : ○ : 130 mm
▭ : ▭ : 130 x 100 mm
□ : □ : 100 mm

-45° Cutting Capacity
○ : ○ : 180 mm
▭ : ▭ : 230 x 90 mm
□ : □ : 150 mm

Main Motor 1,0 - 1,3 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 35 - 70 m/min.

Band Dimensions 2730 x 27 x 0,9 mm

Working Height 760 mm

Weight 430 kg

Lenght 1350 mm

Width 700 mm

Height 1300 mm

BMSY 230DG / TECHNICAL DETAILS

BMSY 270DGH / TECHNICAL DETAILS BMSY 230DGH / TECHNICAL DETAILS
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0°  Cutting Capacity
○ : ○ : 270 mm 
▭ : ▭ : 350 x 220 mm
□ : □ : 270 mm

+45° Cutting Capacity
○ : ○ : 240 mm
▭ : ▭ : 220 x 180 mm
□ : □ : 180 mm

+60° Cutting Capacity
○ : ○ : 150 mm
▭ : ▭ : 150 x 100 mm
□ : □ : 100 mm

-45° Cutting Capacity
○ : ○ : 200 mm
▭ : ▭ : 200 x 150 mm
□ : □ : 170 mm

Main Motor 1,5 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3160 x 27 x 0,9 mm

Working Height 910 mm

Weight 465 kg

Length 1730 mm

Width 770 mm

Height 1460 mm

0° Cutting Capacity
○ : ○ : 230 mm 
▭ : ▭ : 320 x 130 mm
□ : □ : 230 mm

+45° Cutting Capacity
○ : ○ : 210 mm
▭ : ▭ : 210 x 160 mm
□ : □ : 190 mm

+60° Cutting Capacity
○ : ○ : 130 mm
▭ : ▭ : 130 x 100 mm
□ : □ : 100 mm

-45° Cutting Capacity
○ : ○ : 180 mm
▭ : ▭ : 230 x 90 mm
□ : □ : 150 mm

Main Motor 1,0 - 1,3 kW

Coolant Pump 0,12 kW

Cutting Speeds 35 - 70 m/min.

Band Dimensions 2730 x 27 x 0,9 mm

Working Height 805 mm

Weight 415 kg

Length 1350 mm

Width 700 mm

Height 1300 mm

BMS 230DG / TECHNICAL DETAILS BMS 270DG / TECHNICAL DETAILS
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BMSY 320G / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 350x320 mm
□ : □ : 320 mm

+15° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 340x300 mm
□ : □ : 300 mm

+30° Cutting Capacity
○ : ○ : 300 mm
▭ : ▭ : 300x200 mm
□ : □ : 250 mm

+45° Cutting Capacity
○ : ○ : 260 mm
▭ : ▭ : 250x180 mm
□ : □ : 180 mm

+60° Cutting Capacity
○ : ○ : 160 mm
▭ : ▭ : 150x150 mm
□ : □ : 150 mm

Main Motor 1,5 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3660x27x0,9 mm

Working Height 740 mm

Weight 1015 kg

Length 1900 mm

Width 1200 mm

Height 1350 mm

BMSY 320GL / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 610x320 mm
□ : □ : 320 mm

+30° Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 510x320 mm
□ : □ : 320 mm

+45° Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 355x320 mm
□ : □ : 320 mm

+60° Cutting Capacity 
○ : ○ : 280 mm
▭ : ▭ : 280x280 mm
□ : □ : 280 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Working Height 740 mm

Band Dimensions 4160x34x1,1 mm

Cutting Speeds 15 - 120 m/min.

Weight 1195 kg

Length 2100 mm

Width 1200 mm

Height 1350 mm
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BMSO 320L / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 330 mm
▭ : ▭ : 500x320 mm
□ : □ : 320 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Feed Motor 0,25 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 4160x34x1,1 mm

Working Height 640 mm

Weight 860 kg

Lenght 2100 mm

Width 850 mm

Height 1300 mm

BMSO 320 / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 320x300 mm
□ : □ : 300 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Feed Motor 0,25 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3660x27x0,9 mm

Working Height 640 mm

Weight 770 kg

Lenght 1900 mm

Width 850 mm

Height 1300 mm

BMSO 440 / TECHNICAL DETAILS

0°  Cutting Capacity  
○ : ○ : 440 mm
▭ : ▭ : 560x440 mm
□ : □ : 440 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Drive Motor 0,55 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5200x34x1,1 mm

Working Height 735 mm

Weight 1440 kg

Lenght 2630 mm

Width 1110 mm

Height 1710 mm

BMSO 230 / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 230 mm
▭ : ▭ : 240x230 mm
□ : □ : 230 mm

Main Motor 1,0 - 1,3 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Feed Motor 0,25 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 2730x27x0,9 mm

Working Height 590 mm

Weight 530 kg

Lenght 1700 mm

Width 800 mm

Height 1160 mm
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BMSY 320 / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 440x220 mm
□ : □ : 320 mm

+45°  Cutting Capacity
○ : ○ : 280 mm
▭ : ▭ : 280x200 mm
□ : □ : 260 mm

Main Motor 1,5 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3660x27x0,9 mm

Working Height 640 mm

Weight 670 kg

Lenght 1900 mm

Width 850 mm

Height 1300 mm

BMSY 320L / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 330 mm
▭ : ▭ : 610x310 mm
□ : □ : 330 mm

+45°  Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 460x180 mm
□ : □ : 320 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 4160x34x1,1 mm

Working Height 640 mm

Weight 773 kg

Lenght 2100 mm

Width 850 mm

Height 1300 mm
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BMSY 350M / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 350 mm
▭ : ▭ : 570x260 mm
□ : □ : 350 mm

+45°  Cutting Capacity
○ : ○ : 350 mm
▭ : ▭ : 460x180 mm
□ : □ : 350 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 4160x34x1,1 mm

Working Height 640 mm

Weight 795 kg

Lenght 2300 mm

Width 850 mm

Height 1300 mm

BMSY 280 / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 280 mm
▭ : ▭ : 350x200 mm
□ : □ : 280 mm

+45°  Cutting Capacity
○ : ○ : 240 mm
▭ : ▭ : 240x180 mm
□ : □ : 210 mm

Main Motor 1,5 kW

Hydraulic Pomp 0,37 kW

Coolant Pomp 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3400x27x0,9 mm

Working Height 640 mm

Weight 620 kg

Lenght 1800 mm

Width 850 mm

Height 1300 mm

BMSY 440 / TECHNICAL DETAILS

0°  Cutting Capacity  
○ : ○ : 440 mm
▭ : ▭ : 610x440 mm
□ : □ : 440 mm

+45°  Cutting Capacity
○ : ○ : 410 mm
▭ : ▭ : 410x440 mm
□ : □ : 410 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5200x34x1.1 mm

Working Height 735 mm

Weight 1310 kg

Lenght 2600 mm

Width 900 mm

Height 1710 mm
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0°  Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 320x320 mm
□ : □ : 300 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Feed Motor 0,25 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3660x27x0,9 mm

Working Height 640 mm

Weight 770 kg

Lenght 1900 mm

Width 850 mm

Height 1300 mm

0°  Cutting Capacity 
○ : ○ : 230 mm
▭ : ▭ : 240x230 mm
□ : □ : 230 mm

Main Motor 1,0 - 1,3 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Feed Motor 0,25 kW

Cutting Speeds 35 - 70 m/min.

Band Dimensions 2730x27x09 mm

Working Height 590 mm

Weight 530 kg

Lenght 1700 mm

Width 800 mm

Height 1160 mm

BMSO 350E / TECHNICAL DETAILSBMSO 320E / TECHNICAL DETAILSBMSO 230E / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 350 mm
▭ : ▭ : 450x350 mm
□ : □ : 350 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Feeder Motor 0,25 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 4800x34x1,1 mm

Working Height 660 mm

Weight 1200 kg

Length 2800 mm

Width 900 mm

Height 1400 mm
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BMSO 320GLS / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 610x320 mm
□ : □ : 320 mm

-60° Cutting Capacity
○ : ○ : 260 mm
▭ : ▭ : 260x220 mm
□ : □ : 220 mm

-45° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 360x320 mm
□ : □ : 320 mm

-30° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 510x320 mm
□ : □ : 320 mm

Main Motor 2,2 kW

Hydraulic Motor 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 4160x34x1,1 mm

Working Height 740 mm

Weight 2060 kg

Length 2300 mm

Width 2350 mm

Height 1750 mm

BMSO 320GS / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 350x320 mm
□ : □ : 320 mm

-30° Cutting Capacity
○ : ○ : 320 mm
▭ : ▭ : 320x250 mm
□ : □ : 280 mm

-45° Cutting Capacity
○ : ○ : 260 mm
▭ : ▭ : 320x190 mm
□ : □ : 220 mm

-60° Cutting Capacity
○ : ○ : 170 mm
▭ : ▭ : 200x120 mm
□ : □ : 150 mm

Main Motor 2,2 kW

Hydraulic Motor 1,1 kW

Coolant Pump 0,12 kW

Servo Engine 1 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 3660x27x0,9 mm

Working Height 850 mm

Weight 2310 kg

Lenght 2120 mm

Width 2100 mm

Height 1810 mm
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BMSO 350GA / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 350 mm
▭ : ▭ : 400x350 mm
□ : □ : 350 mm

+30° Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 400x230 mm
□ : □ : 350 mm

+45° Cutting Capacity 
○ : ○ : 320 mm
▭ : ▭ : 260x360 mm
□ : □ : 280 mm

Main Motor 2,2 kW

Hydraulic Motor 0,37 kW

Coolant Pump 0,12 kW

Feed Motor 0,25 kW

Cutting Seeds 15-120 m/min.

Band Dimensions 4160x34x1,1 mm

Working Height 760 mm

Weight 1050 kg

Length 2450 mm

Width 920 mm

Height 2020 mm
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BMSO 270DGS / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 270 mm
▭ : ▭ : 340x240 mm
□ : □ : 270 mm

+30° Cutting Capacity
○ : ○ : 270 mm
▭ : ▭ : 270x250 mm
□ : □ : 270 mm

+45° Cutting Capacity
○ : ○ : 250 mm
▭ : ▭ : 230x180 mm
□ : □ : 180 mm

+60° Cutting Capacity
○ : ○ : 150 mm
▭ : ▭ : 150x100 mm
□ : □ : 100 mm

-30° Cutting Capacity
○ : ○ : 260 mm
▭ : ▭ : 270x180 mm
□ : □ : 220 mm

-45° Cutting Capacity
○ : ○ : 200 mm
▭ : ▭ : 210x100 mm
□ : □ : 170 mm

Main Motor 1,5 kW

Hydraulic Motor 1,1 kW

Coolant Pump 0,12 kW

Feeder Motor 0,37 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 3160x27x0,9 mm

Working Height 845 mm

Weight 920 kg

Length 2400 mm

Width 1900 mm

Height 1600 mm
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BMSY 1020C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1020 mm
▭ : ▭ : 1020x1020 mm
□ : □ : 1020 mm

+45°  Cutting Capacity
○ : ○ : 600 mm
▭ : ▭ : 600x1020 mm
□ : □ : 600 mm

Main Motor 7,5 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 9700x54x1,6 mm

Working Height 600 mm

Weight 6700 Kg

Length 4500 mm

Width 1500 mm

Height 3200 mm

0°  Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 750x560 mm
□ : □ : 560 mm

+45°  Cutting Capacity
○ : ○ : 400 mm
▭ : ▭ : 400x560 mm
□ : □ : 400 mm

Main Motor 4 kW

Hydraulic Pump 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 6000x41x1,3 mm

Working Height 585 mm

Weight 2000 kg

Length 3250 mm

Width 1400 mm

Height 2100 mm

BMSY 560C / TECHNICAL DETAILS

BMSY 825C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 825 mm
▭ : ▭ : 950x790 mm
□ : □ : 790 mm

+45°  Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 560x790 mm
□ : □ : 560 mm

Main Motor 7,5 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 8400x54x1,6 mm

Working Height 600 mm

Weight 3300 kg

Length 3900 mm

Width 1270 mm

Height 2720 mm

BMSY 810C / TECHNICAL DETAILS

0° Cutting Capacity
○ : ○ : 810 mm
▭ : ▭ : 850x790 mm
□ : □ : 790 mm

+45° Cutting Capacity
○ : ○ : 480 mm
▭ : ▭ : 480x790 mm
□ : □ : 480 mm

Main Motor 5,5 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 8200x41x1,3 mm

Working Height 585 mm

Weight 3080 kg

Length 3900 mm

Width 1400 mm

Height 2720 mm

BMSY 460C / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 460 mm
▭ : ▭ : 650x460 mm
□ : □ : 460 mm

+45°  Cutting Capacity
○ : ○ : 340 mm
▭ : ▭ : 340x460 mm
□ : □ : 340 mm

Main Motor 4 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Seeds 15 - 120 m/min.

Band Dimensions 5750x41x1,3 mm

Working Height 585 mm

Weight 1520 kg

Length 3000 mm

Width 1200 mm

Height 1800 mm

BMSY 360C / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 380 mm
▭ : ▭ : 520x370 mm
□ : □ : 370 mm

+45° Cutting Capacity
○ : ○ : 260 mm
▭ : ▭ : 260x370 mm
□ : □ : 260 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Seeds 15-120 m/min.

Band Dimensions 5200x34x1,1 mm

Working Height 575 mm

Weight 1330 kg

Length 2700 mm

Width 1200 mm

Height 1660 mm

BMSY 330C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 330 mm
▭ : ▭ : 450x330 mm
□ : □ : 330 mm

+45° Cutting Capacity
○ : ○ : 200 mm
▭ : ▭ : 200x330 mm
□ : □ : 200 mm

Main Motor 3 kW

Hydraulic Pump 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5000x34x1,1 mm

Working Height 575 mm

Weight 1150 kg

Length 2700 mm

Width 1200 mm

Height 1700 mm
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BMSY 1020C SV / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1020 mm
▭ : ▭ : 1020x1020 mm
□ : □ : 1020 mm

Main Motor 7,5 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 9700x54x1,6 mm

Working Height 535 mm

Weight 6700 Kg

Length 4500 mm

Width 1500 mm

Height 3200 mm

BMSY 825C SV / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 825 mm
▭ : ▭ : 950x790 mm
□ : □ : 790 mm

Main Motor 7,5 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 8400x54x1,6 mm

Working Height 600 mm

Weight 3400 kg

Length 3900 mm

Width 1270 mm

Height 2720 mm
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BMSY 810C SV / TECHNICAL DETAILS

0° Cutting Capacity
○ : ○ : 810 mm
▭ : ▭ : 790x810 mm
□ : □ : 790 mm

Main Motor 5,5 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 8200x41x1,3 mm

Working Height 585 mm

Weight 3350 kg

Length 3900 mm

Width 1400 mm

Height 2720 mm

BMSY 560C SV / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 750x560 mm
□ : □ : 560 mm

Main Motor 4 kW

Hydraulic Pump 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 6000x41x1,3 mm

Working Height 585 mm

Weight 2000 kg

Length 3250 mm

Width 1000 mm

Height 2100 mm

BMSY 460C SV / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 460 mm
▭ : ▭ : 650x460 mm
□ : □ : 460 mm

Main Motor 4 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5750x41x1,3 mm

Working Height 585 mm

Weight 1600 kg

Length 3000 mm

Width 1200 mm

Height 1800 mm

BMSY 360C SV / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 380 mm
▭ : ▭ : 520x380 mm
□ : □ : 380 mm

Main Motor 3 kW

Hydraulic Motor 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 5200x34x1,1 mm

Working Height 575 mm

Weight 1330 kg

Length 2700 mm

Width 1200 mm

Height 1660 mm

BMSY 330C SV / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 330 mm
▭ : ▭ : 450x330 mm
□ : □ : 330 mm

Main Motor 3 kW

Hydraulic Pump 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5000x34x1,1 mm

Working Height 575 mm

Weight 1150 kg

Length 2700 mm

Width 1200 mm

Height 1700 mm
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BMSO 330C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 330 mm
▭ : ▭ : 350x330 mm
□ : □ : 330 mm

Main Motor 3 kW

Hydraulic Pump 0,55 kW

Feed Motor 0,25 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5000x34x1,1 mm

Working Height 575 mm

Weight 1250 kg

Length 2600 mm

Width 1200 mm

Height 1700 mm
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BMSO 460C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 460 mm
▭ : ▭ : 520x460 mm
□ : □ : 460 mm

Main Motor 4 kW

Hydraulic Pump 0,55 kW

Feed Motor 0,25 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 5750x41x1,3 mm

Working Height 585 mm

Weight 1650 kg

Length 3000 mm

Width 1200 mm

Height 1800 mm

BMSO 560C / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 560 mm
▭ : ▭ : 600x560 mm
□ : □ : 560 mm

Main Motor 4 kW

Hydraulic Pump 1,1 kW

Feed Motor 0,55 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15 -120 m/min.

Band Dimensions 6000x41x1,3 mm

Working Height 585 mm

Weight 2100 kg

Length 3250 mm

Width 1400 mm

Height 2100 mm

BMSO 825C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 900 mm
▭ : ▭ : 900x790 mm
□ : □ : 790 mm

Main Motor 7,5 kW

Hydraulic Pump 1.5 kW

Feed Motor 0.55 kW

Coolant Pump 0.12 kW

Chip Conveyor Motor 0.25 kW

Cutting Speeds 20 - 100 m/min.

Band Dimensions 8400 x 41 x 1,3 mm

Working Height 600 mm

Weight 3500 Kg

Length 3900 mm

Width 1400 mm

Height 2720 mm
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BMSY 540CGH / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 540 mm
▭ : ▭ : 750x540 mm
□ : □ : 540 mm

+30° Cutting Capacity
○ : ○ : 540 mm
▭ : ▭ : 600x540 mm
□ : □ : 540 mm

+45° Cutting Capacity
○ : ○ : 510 mm
▭ : ▭ : 450x540 mm
□ : □ : 450 mm

+60° Cutting Capacity
○ : ○ : 270 mm
▭ : ▭ : 250x540 mm
□ : □ : 250 mm

Main Motor 4 kW

Hydraulic Pump 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 6000x41x1,3 mm

Working Height 715 mm

Weight 2200 kg

Length 3000 mm

Width 1300 mm

Height 2200 mm

BMSY 810CGH / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 810 mm
▭ : ▭ : 910x750 mm
□ : □ : 770 mm

+30° Cutting Capacity
○ : ○ : 760 mm
▭ : ▭ : 750x740 mm
□ : □ : 740 mm

+45° Cutting Capacity
○ : ○ : 600 mm
▭ : ▭ : 750x600 mm
□ : □ : 600 mm

+60° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 750x360 mm
□ : □ : 360 mm

Main Motor 5,5 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 8400x41x1,3 mm

Working Height 725 mm

Weight 3920 kg

Length 4000 mm

Width 1600 mm

Height 2780 mm
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BMSY 440CGH / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 450 mm
▭ : ▭ : 695x425 mm
□ : □ : 425 mm

+30° Cutting Capacity 
○ : ○ : 450 mm
▭ : ▭ : 560x425 mm
□ : □ : 425 mm

+45° Cutting Capacity 
○ : ○ : 430 mm
▭ : ▭ : 430x425 mm
□ : □ : 425 mm

+60° Cutting Capacity 
○ : ○ : 310 mm
▭ : ▭ : 260x425 mm
□ : □ : 290 mm

Main Motor 4 kW

Hydraulic Pump 0,55 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 6350x41x1,3 mm

Working Height 675 mm

Weight 1675 kg

Length 3000 mm

Width 1300 mm

Height 1940 mm

BMSY 325CGH / TECHNICAL DETAILS

0° Cutting Capacity 
○ : ○ : 325 mm
▭ : ▭ : 440x320 mm
□ : □ : 320 mm

+30° Cutting Capacity
○ : ○ : 325 mm
▭ : ▭ : 360x320 mm
□ : □ : 320 mm

+45° Cutting Capacity
○ : ○ : 305 mm
▭ : ▭ : 270x320 mm
□ : □ : 270 mm

+60° Cutting Capacity
○ : ○ : 180 mm
▭ : ▭ : 180x240 mm
□ : □ : 180 mm

Main Motor 2,2 kW

Hydraulic Pump 0,55 kW

Coolant Pump 0,12 kW

Cutting Speeds 20-100 m/min.

Band Dimensions 4300x34x1,1 mm

Working Height 650 mm

Weight 1250 kg

Length 2425 mm

Width 1050 mm

Height 1600 mm
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0°  Cutting Capacity
○ : ○ : 650 mm
▭ : ▭ : 1000x600 mm
□ : □ : 600 mm

+30° Cutting Capacity
○ : ○ : 650 mm
▭ : ▭ : 840x600 mm
□ : □ : 600 mm

+45° Cutting Capacity
○ : ○ : 650 mm
▭ : ▭ : 660x600 mm
□ : □ : 600 mm

-60° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 440x600 mm
□ : □ : 440 mm

-30° Cutting Capacity
○ : ○ : 650 mm
▭ : ▭ : 840x600 mm
□ : □ : 600 mm

-45° Cutting Capacity
○ : ○ : 650 mm
▭ : ▭ : 660x600 mm
□ : □ : 600 mm

Main Motor 7,5 kW

Hydraulic Pump 4 kW

Coolant Pump 0,12 kW

Angle Engine 0,37 kW

Chip Brush Motor 0,18 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 8400x54x1,6 mm

Working Height 880 mm

Weight 6800 kg

Length 4725 mm

Width 2250 mm

Height 2750 mm

BMSY 650DG NC / TECHNICAL DETAILS
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BMSY 750DG NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 700 mm
▭ : ▭ : 1300x750 mm
□ : □ : 750 mm

+30° Cutting Capacity
○ : ○ : 800 mm
▭ : ▭ : 1070x750 mm
□ : □ : 750 mm

+45° Cutting Capacity
○ : ○ : 700 mm
▭ : ▭ : 850x750 mm
□ : □ : 750 mm

-60° Cutting Capacity
○ : ○ : 570 mm
▭ : ▭ : 570x750 mm
□ : □ : 570 mm

-30° Cutting Capacity
○ : ○ : 800 mm
▭ : ▭ : 1070x750 mm
□ : □ : 750 mm

-45° Cutting Capacity
○ : ○ : 800 mm
▭ : ▭ : 850x750 mm
□ : □ : 750 mm

Main Motor 11 kW

Hydraulic Pump 4 kW

Coolant Pump 0,2 kW

Angle Engine 0,37 kW

Chip Brush Motor 0,18 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min

Band Dimensions 10430x54x1,6 mm

Working Height 920 mm

Weight 9000 kg

Length 5500 mm

Width 2300 mm

Height 3250 mm

BMSY 560DG / NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 850x530 mm
□ : □ : 540 mm

+30° Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 670x540 mm
□ : □ : 540 mm

+45° Cutting Capacity
○ : ○ : 520 mm
▭ : ▭ : 520x540 mm
□ : □ : 520 mm

-60° Cutting Capacity
○ : ○ : 340 mm
▭ : ▭ : 340x520 mm
□ : □ : 340 mm

-30° Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 670x540 mm
□ : □ : 540 mm

-45° Cutting Capacity
○ : ○ : 520 mm
▭ : ▭ : 520x540 mm
□ : □ : 520 mm

Main Motor 4 kW

Hydraulic Pump 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min

Band Dimensions 7000x41x1,3 mm

Working Height 875 mm

Weight 3450 kg

Length 3850 mm

Width 1700 mm

Height 2450 mm

BMSY 360CDGH / NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 640x360 mm
□ : □ : 360 mm

+30° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 510x360 mm
□ : □ : 360 mm

+45° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 390x360 mm
□ : □ : 360 mm

+60° Cutting Capacity
○ : ○ : 310 mm
▭ : ▭ : 250x360 mm
□ : □ : 270 mm

-30° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 510x360 mm
□ : □ : 360 mm

-45° Cutting Capacity
○ : ○ : 360 mm
▭ : ▭ : 390x360 mm
□ : □ : 360 mm

Main Motor 3 kW

Hydraulic Pump 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min

Band Dimensions 5000x34x1,1 mm

Working Height 800 mm

Weight 1995 kg

Length 3000 mm

Width 1200 mm

Height 1910 mm

BMSY 440CDGH / NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 640x440 mm
□ : □ : 440 mm

+30° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 510x440 mm
□ : □ : 440 mm

+45° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 400x440 mm
□ : □ : 400 mm

+60° Cutting Capacity
○ : ○ : 250 mm
▭ : ▭ : 250x440 mm
□ : □ : 250 mm

-30° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 510x440 mm
□ : □ : 440 mm

-45° Cutting Capacity
○ : ○ : 390 mm
▭ : ▭ : 390x440 mm
□ : □ : 390 mm

Main Motor 4 kW

Hydraulic Pump 1,1 kW

Coolant Pump 0,12 kW

Cutting Speeds 15-120 m/min

Band Dimensions 6300x41x1,3 mm

Working Height 860 mm

Weight 2050 kg

Length 3150 mm

Width 1850 mm

Height 2115 mm
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BMSO 570CS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 570 mm
▭ : ▭ : 600x570 mm
□ : □ : 570 mm

Main Motor 7,5 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1,5 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 7400x54x1,6 mm

Working Height 805 mm

Weight 5900 kg

Length 3500 mm

Width 2000 mm

Height 2700 mm

BMSO 560CS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 560 mm
▭ : ▭ : 600x560 mm
□ : □ : 560 mm

Main Motor 5,5 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1,5 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 6000x41x1,3 mm

Working Height 810 mm

Weight 4500 kg

Length 3250 mm

Width 2200 mm

Height 2350 mm
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BMSO 420CS NC / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 420 mm
▭ : ▭ : 420x420 mm
□ : □ : 420 mm

Main Motor 5,5 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1,5 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 5750x41x1,3 mm

Working Height 805 mm

Weight 3300 kg

Length 2860 mm

Width 1980 mm

Height 2100 mm

BMSO 1110CS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1110 mm
□ : □ : 1110 mm

Main Motor 11 kW

Hydraulic Pump 4 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 10900x67x1,6 mm

Working Height 542 mm

Weight 15150 kg

Length 6000 mm

Width 3800 mm

Height 3480 mm

500 mm Pull Table 2800 kg

3M Stand Weight (Piece) 1050 kg

1M Stand Weight 784 kg

BMSO 820CS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 820 mm
▭ : ▭ : 850x820 mm
□ : □ : 820 mm

Main Motor 7,5 kW

Hydraulic Motor 2,2 kW

Feeder Servo Motor 2 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 9500 x 54/67x1,6 mm

Working Height 859 mm

Weight 9650 kg

Length 4500 mm

Width 2650 mm

Height 3100 mm

BMSO 330CS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 330 mm
▭ : ▭ : 360x330 mm
□ : □ : 330 mm

Main Motor 3 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 5000x34x1,1 mm

Working Height 845 mm

Weight 2670 kg

Length 2815 mm

Width 1935 mm

Height 1855 mm
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BMSO 440CGS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 610x440 mm
□ : □ : 440 mm

+30° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 540x440 mm
□ : □ : 440 mm

+45° Cutting Capacity
○ : ○ : 430 mm
▭ : ▭ : 400x440 mm
□ : □ : 430 mm

+60° Cutting Capacity
○ : ○ : 310 mm
▭ : ▭ : 245x440 mm
□ : □ : 260 mm

Main Motor 4 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1,5 kW

Cutting Speeds 20-100 m/min.

Band Dimensions 6350x41x1,3 mm

Working Height 807,5 mm

Weight 3600 kg

Length 2850 mm

Width 2350 mm

Height 2000 mm

BMSO 540CGS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 540 mm
▭ : ▭ : 690x540 mm
□ : □ : 540 mm

+30° Cutting Capacity
○ : ○ : 540 mm
▭ : ▭ : 550x540 mm
□ : □ : 540 mm

+45° Cutting Capacity
○ : ○ : 470 mm
▭ : ▭ : 410x540 mm
□ : □ : 410 mm

+60° Cutting Capacity
○ : ○ : 250 mm
▭ : ▭ : 240x540 mm
□ : □ : 240 mm

Main Motor 4 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1,5 kW

Cutting Speeds 20-100 m/min.

Band Dimensions 6000x41x1,3 mm

Working Height 805 mm

Weight 4190 kg

Length 3000 mm

Width 2415 mm

Height 2250 mm

BMSO 325CGS NC / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 325 mm
▭ : ▭ : 400x325 mm
□ : □ : 325 mm

+30° Cutting Capacity
○ : ○ : 325 mm
▭ : ▭ : 360x325 mm
□ : □ : 325 mm

+45° Cutting Capacity
○ : ○ : 300 mm
▭ : ▭ : 260x325 mm
□ : □ : 265 mm

+60° Cutting Capacity
○ : ○ : 190 mm
▭ : ▭ : 140x325 mm
□ : □ : 190 mm

Main Motor 2,2 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Cutting Speeds 20-100 m/min.

Band Dimensions 4900x34x1,1 mm

Feeder Servo Motor 1 kW

Working Height 805 mm

Weight 1860 kg

Length 2130 mm

Width 2150 mm

Height 1650 mm
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BMSO 440CDGS / TECHNICAL DETAILS

0°  Cutting Capacity 
○ : ○ : 440 mm
▭ : ▭ : 640x440 mm
□ : □ : 440 mm

+30° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 605x440 mm
□ : □ : 440 mm

+45° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 495x440 mm
□ : □ : 440 mm

+60° Cutting Capacity
○ : ○ : 325 mm
▭ : ▭ : 325x440 mm
□ : □ : 325 mm

-30° Cutting Capacity
○ : ○ : 440 mm
▭ : ▭ : 545x440 mm
□ : □ : 440 mm

-45° Cutting Capacity
○ : ○ : 425 mm
▭ : ▭ : 425x440 mm
□ : □ : 425 mm

Main Motor 4 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,12 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 6350x41x1,3 mm

Feeder Servo Motor 2 kW

Working Height 855 mm

Weight 3800 kg

Length 3600 mm

Width 3005 mm

Height 2200 mm
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BMSO 825XS / TECHNICAL DETAILSBMSO 660XS / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 825 mm
▭ : ▭ : 825x850 mm
□ : □ : 825x825 mm

Main Motor 15 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Feeder Servo Motor 2 kW

Bow Servo Motor 2 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 9500x67x1,6 mm

Working Height 859 mm

Weight 10000 kg

Length 4500 mm

Width 2650 mm

Height 3100 mm

0°  Cutting Capacity
○ : ○ : 660 mm
▭ : ▭ : 660x660 mm

Main Drive Motor 7,5 kW

Hydraulic Motor 2,2 kW

Bow Servo Motor 1,5 kW

Feeder Servo Motor 2 kW

Band Dimensions 7925x54x1,6 mm

Cutting Speeds 15-120 m/min.

Working Height 805 mm

Weight 7200 kg

Length 2090 mm

Width 3900 mm

Height 2770 mm
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BMSO 570XS / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 570 mm
▭ : ▭ : 600x570 mm
□ : □ : 570 mm

Main Motor 7,5 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Chip Conveyor Motor 0,25 kW

Feeder Servo Motor 2 kW

Bow Servo Motor 1,5 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 7400x54x1,6 mm

Working Height 805 mm

Weight 5900 kg

Length 3500 mm

Width 2000 mm

Height 2700 mm

BMSO 420XS / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 420 mm
▭ : ▭ : 420x420 mm
□ : □ : 420 mm

Main Motor 7,5 kW

Hydraulic Pump 2,2 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 1,5 kW

Bow Servo Motor 1,5 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15 - 120 m/min

Band Dimensions 5750x41x1,3 mm

Working Height 805 mm

Weight 3300 kg

Length 2860 mm

Width 1980 mm

Height 2100 mm

BMSO 335XS / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 335 mm
▭ : ▭ : 335x500 mm
□ : □ : 335 mm

Main Motor 3 kW

Hydraulic Pump 1,5 kW

Coolant Pump 0,12 kW

Feeder Servo Motor 2 kW

Bow Servo Motor 1,5 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 5260x41x1,3 mm

Working Height 1000 mm

Stroke 1300 mm

Weight 3250 kg

Length 2560 mm

Width 2900 mm

Height 2150 mm
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BMSY 1113C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1110 mm
▭ : ▭ : 1110x1300 mm
□ : □ : 1110 mm

Main Motor 11 kW

Hydraulic Pump 7.5 kW

Coolant Pump 0.2 kW

Chip Conveyor Motor 0.25 kW

Cutting Speeds 20 - 100 m/min.

Band Dimensions 10900x67x1,6 mm

Working Height 545 mm

Weight 13500 kg

Length 5300 mm

Width 1500 mm

Height 2975 mm

BMSY 1110C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1110 mm
▭ : ▭ : 1110x1110 mm
□ : □ : 1110 mm

Main Motor 11 kW

Hydraulic Pump 4 kW

Coolant Pump 0,2 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 20 - 100 m/min.

Band Dimensions 10500x67x1,6 mm

Working Height 545 mm

Weight 12500 kg

Length 4800 mm

Width 1500 mm

Height 2975 mm
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BMSY 1313C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1300 mm
▭ : ▭ : 1300x1300 mm
□ : □ : 1300 mm

Main Motor 11 kW

Hydraulic Pump 7.5 kW

Coolant Pump 0.2 kW

Chip Conveyor Motor 0.25 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 12100x67x1,6 mm

Working Height 545 mm

Weight 15500 kg

Length 6000 mm

Width 2350 mm

Height 4000 mm

BMSY 1122C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1100 mm
▭ : ▭ : 1100x2300 mm
□ : □ : 1100 mm

Main Motor 15 kW

Hydraulic Pump 7.5 kW

Coolant Pump 0.2 kW

Chip Conveyor Motor 0.55 kW

Cutting Speeds 15 - 120 m/min.

Band Dimensions 13100x80x1,6 mm

Working Height 790 mm

Weight 15700 kg

Length 7700 mm

Width 2250 mm

Height 3900 mm

BMSY 1515C / TECHNICAL DETAILS

0°  Cutting Capacity
○ : ○ : 1500 mm
▭ : ▭ : 1510x1500 mm
□ : □ : 1500 mm

Main Motor 15 kw

Hydraulic Pump 7.5 kw

Coolant Pump 2 x 0.20 kw

Chip Conveyor Motor 0.25 kW

Cutting Speeds 10 - 70 m/min

Band Dimensions 13300x80x1.6 mm

Working Height 635 mm

Weight 22500 kg

Length 6700 mm

Width 2400 mm

Height 4650 mm
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0°  Cutting Capacity
○ : ○ : 2200 mm
▭ : ▭ : 2200X2400 mm
□ : □ : 2200 mm

Main Motor 30 kW

Hydraulic Pump 11 kW

Hydraulic Cooling Pump 1,5 kW

Hydraulic Chip Brush Pump 1,5 kW

Coolant Radiator
Fan Motor

0,55 kW

Coolant Pump 1,1 kW

Bottom Scraping Sawdust
Conveyor Motor

0,55 kW

Head Spiral Type
Chip Conveyor Motor

0,25 kW

Drive Servo Motor 4 (2+2) kW

Bow Servo Motor 6 (3+3) kW

Cutting Speeds 15-80 m/min.

Band Dimensions 17940X80X1,6 mm

Working Height 935 mm

Stroke 8400 mm

Weight 92140 kg

Length 15000 mm

Width 9400 mm

Height 6215 mm

GANTRY 2200XS / TECHNICAL DETAILS
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0°  Cutting Capacity 
▭ : ▭ : 600x2600 mm
□ : □ : 400 mm

Main Motor 7,5 kW

Hydraulic Motor 2,2 kW

Coolant Pump 1,1 kW

Feeder Motor 2 kW

Servo Motor 2 kW

Chip Brush Motor 0,18 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-75 m/min.

Band Dimensions 12035x54x1,6 mm

Working Height 1890 mm

Weight 10400 kg

Length 2750 mm

Width 4250 mm

Height 33500 mm

CROSS 0626VT / TECHNICAL DETAILS
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0°  Cutting Capacity 
▭ : ▭ : 710x460 mm
□ : □ : 460 mm

+30° Cutting Capacity
○ : ○ : 460 mm
▭ : ▭ : 590x460 mm
□ : □ : 460 mm

+45° Cutting Capacity
○ : ○ : 450 mm
▭ : ▭ : 450x460 mm
□ : □ : 450 mm

+60° Cutting Capacity
○ : ○ : 275 mm
▭ : ▭ : 275x460 mm
□ : □ : 275 mm

-30° Cutting Capacity
○ : ○ : 460 mm
▭ : ▭ : 590x460 mm
□ : □ : 460 mm

-45° Cutting Capacity
○ : ○ : 460 mm
▭ : ▭ : 480x460 mm
□ : □ : 460 mm

-60° Cutting Capacity
○ : ○ : 325 mm
▭ : ▭ : 325x460 mm
□ : □ : 325 mm

Main Motor 4 kW

Hydraulic Motor 2,2 kW

Coolant Pump 0,2 kW

Angle Motor 0,37 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 6000x34x1,1 mm

Working Height 1160 mm

Weight 2750 kg

Length 3250 mm

Width 2900 mm

Height 2800 mm

BMSY 460VG / TECHNICAL DETAILS
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BMSY 613VT / TECHNICAL DETAILS

0° Cutting Capacity
▭▭ : 600x600 mm
□ □ : 600 mm

Main Motor 7,5 mm

Hydraulic Pump 1,1 kW

Coolant Pump 0,2 kW

Servo Motor 1,5 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 kW

Band Dimensions 6185x54x1,16 m/min.

Working Height 1314 mm

Weight 4720 kg

Length 3200 mm

Width 2910 mm

Height 3000 mm

Chip Conveyor Weight 4720 kg
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VB 0814-8/ TECHNICAL DETAILS

0°  Cutting Capacity ▭▭ : 820x1400 mm

Main Motor 15 kW

Hydraulic Pump 7,5 kW

Coolant Pump 0,2 kW

Chip Conveyor Motor 0,25 kW

Cutting Speeds 15-120 m/min.

Band Dimensions 8930X67X1,6 mm

Working Height 1735 mm

Maximum Cutting Length 8000 mm

Outer Table 2000 mm

Inner Table 1400 mm

Weight 51000 kg

Length 13000 mm

Width 4850 mm

Height 4100 mm



HESSE+CO Maschinenfabrik GmbH
Industriezentrum NÖ-Süd
Straße 4 - Objekt 8
A-2351 Wiener Neudorf
AUSTRIA

Tel.: +43/2236/638 70-0
Fax: +43/2236/636 62

office@hesse-maschinen.com
www.hesse-maschinen.com

www.blechpower.com
Technische Änderungen, Irrtum und Druckfehler vorbehalten.

Gültig bis auf Widerruf.

www.hesse-maschinen.com

TÄGLICH AKTUALISIERTE LAGERLISTE UNTER www.hesse-maschinen.com

Trust in more than 70 years of experience! 
HESSE+CO was established in 1947 as a manufacturer of sheet metal working machines. Since 1980 we are 
specialized in dealing with new and second hand sheet metal processing machines and machine tools. We 
always have approximately 300 machines available in our 2.000 m² showroom, which is located only 20 minutes 
from the Vienna International Airport, waiting for your inspection.

Vertrauen Sie auf über 70 Jahre Erfahrung!
 

Die Firma HESSE+CO wurde 1947 als Hersteller von Blechbearbeitungsmaschinen gegründet. Seit 1980 sind 
wir auf den Handel mit neuen sowie gebrauchten Blechbearbeitungs- und Werkzeugmaschinen spezialisiert. 
Wir haben ständig etwa 300 Maschinen in unserer 2.000 m² großen Ausstellungshalle, die nur 20 Minuten vom 
internationalen Flughafen Wien entfernt ist.

Ihr Partner 
seit 1947

Öffnungszeiten:
 
Mo - Do 
Fr

 
8:00 - 16:30 Uhr 
8:00 - 14:30 Uhr


